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Processoverskott AE

1050 liters tank i rustfritt stal 304

36 000 SEK /st exkl moms

Additional information: Vessel loose - frame no longer present; 1 manhole diameter approx. 400 mm in
the front base (fastening screws of the manhole cover damaged)

Volumetric volume (L): 1.050 L

Pressure in tank: pressure

Max. pressure (Bar): 3 Bar
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Min. pressure (Bar): 3 Bar

Material wet parts: SS AISI 304 (V2A)
Model: horizontal

Configuration: single-skin

Heat exchanger: no

Insulation: no

Mobile tank: no

Total discharge: yes

Documents included: no
Technical drawing included: no
Registration plate on the tank: yes

Flange for agitator: no

Outlet of tank: 58

Internal diameter tank: 790 mm
Total outer length: 2.450 mm

SKU: 429863

Mer information
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Beskrivelse av produkt

Materiale: Rustfritt stal 304

Modell: Horisontal

Nyprodusert/Brukt: Brukt

Arbeidstrykk i tank: trykk

Konfiguration: enkelthudet

Mobil tank: Nei, det er det ikke.

@vrig informasjon: Bryggeri; Tanker lgse - ramme ikke lenger til stede; 1 mannhull diameter ca.
400 mm i fremre bunn (skruer for feste av kumlokk er skadet)
Omrorer: Nei

Overtrykk: 3 barer

Total uttapping: Ja

Undertrykk (vakuum): 3 barer

Trykktank: Ja

Oppvarming/kjgling: Nei

Vaeskebelastet overflate: SS AISI 304 (V2A)

Volum i liter: 1050

Utstyr

Dokument finnes: Nei

Flens for omrarer: Nei

Merkeskilt: Ja

Teknisk tegning finnes: Nei, det er det ikke.

Materialoversikt
Materiale: Rustfritt stal 304

Tankdimensjoner
Innvendig diameter: 790 mm

Mer
[solert: Nei
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