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12000 liters tank i rustfritt stål 304

133 000 SEK /st exkl moms

Additional information: Sorbitol tank in the food industry; 1 partition wall (with openings) in the middle of
the vessel divides the cylinder length of 5000 mm into 2 x 2,500 mm; lower area in the inner vessel straight
instead of round due to the design; both vessel chambers with a 450 mm diameter manhole; 1 chamber
with a DN 65 DIN 11851 outlet, the other with a DN 40 DIN 11851 outlet; product residue inside the vessel; 1
sheet metal cut-out at the top of the insulating jacket (see photos)
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Volumetric volume (L): 12.000 L
Pressure in tank: ATM - atmosferic
Material wet parts: SS AISI 304 (V2A)
Model: horizontal

Configuration: insulated
Heat exchanger: no
Insulation: yes
Mobile tank: no
Total discharge: yes

Documents included: no
Technical drawing included: no
Registration plate on the tank: no
Flange for agitator: no
Outlet of tank: available

Agitator: yes
Number of revolutions: 720
Power: 0,37
Internal diameter tank: 1.740 mm
Outer diameter tank: 1.850 mm

Total height of tank: 2.600 mm
Total outer length: 6.100 mm

SKU: 401849

Mer information
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Beskrivelse av produkt
Materiale: Rustfritt stål 304
Modell: Horisontal
Nyprodusert/Brukt: Brukt
Arbeidstrykk i tank: ATM – atmosfærisk
Konfiguration: isolert
Mobil tank: Nei, det er det ikke.
Øvrig informasjon: Sorbitoltank i næringsmiddelindustrien; 1 skillevegg (med åpninger) i midten
av tanken deler sylinderlengden på 5000 mm i 2 x 2500 mm; nedre område i den indre tanken
rett i stedet for
Øvrig informasjon2:
Omrører: Ja
Total uttapping: Ja
Oppvarming/kjøling: Nei
Væskebelastet overflate: SS AISI 304 (V2A)
Volum i liter: 12000

Utstyr
Dokument finnes: Nei, det er det ikke.
Flens for omrører: Nei
Merkeskilt: Nei, det er det ikke.
Teknisk tegning finnes: Nei, det er det ikke.

Materialoversikt
Materiale: Rustfritt stål 304

Tankdimensjoner
Innvendig diameter: 1 740 mm
Total høyde: 2 600 mm
Ytre diameter: 1 850 mm

Omrører
Effekt (kW): 0,37
Turtall: 720

https://www.processoverskott.no/material/rustfritt-stal-304/
https://www.processoverskott.no/modell/horisontal/
https://www.processoverskott.no/nytillverkad-begagnad/brukt/
https://www.processoverskott.no/arbetstryck-i-tank/atm-atmosfaerisk/
https://www.processoverskott.no/konfiguration/isolert/
https://www.processoverskott.no/mobil_tank/nei-det-er-det-ikke/
https://www.processoverskott.no/ovrig_info/sorbitoltank-i-naeringsmiddelindustrien-1-skillevegg-med-apninger-i-midten-av-tanken-deler-sylinderlengden-pa-5000-mm-i-2-x-2500-mm-nedre-omrade-i-den-indre-tanken-rett-i-stedet-for/
https://www.processoverskott.no/ovrig_info/sorbitoltank-i-naeringsmiddelindustrien-1-skillevegg-med-apninger-i-midten-av-tanken-deler-sylinderlengden-pa-5000-mm-i-2-x-2500-mm-nedre-omrade-i-den-indre-tanken-rett-i-stedet-for/
https://www.processoverskott.no/ovrig_info/sorbitoltank-i-naeringsmiddelindustrien-1-skillevegg-med-apninger-i-midten-av-tanken-deler-sylinderlengden-pa-5000-mm-i-2-x-2500-mm-nedre-omrade-i-den-indre-tanken-rett-i-stedet-for/
https://www.processoverskott.no/omrorer/ja/
https://www.processoverskott.no/total_urtappning/ja/
https://www.processoverskott.no/uppvarmning_kylning/nei/
https://www.processoverskott.no/vat_yta/ss-aisi-304-v2a/
https://www.processoverskott.no/volym-i-liter/12000/
https://www.processoverskott.no/dokument-finns/nei-det-er-det-ikke/
https://www.processoverskott.no/flens-for-omrorer/nei/
https://www.processoverskott.no/markskylt/nei-det-er-det-ikke/
https://www.processoverskott.no/tekniskt_ritning_finns/nei-det-er-det-ikke/
https://www.processoverskott.no/material/rustfritt-stal-304/
https://www.processoverskott.no/invandig_diameter/1-740-mm/
https://www.processoverskott.no/total_hojd/2-600-mm/
https://www.processoverskott.no/ytrediameter/1-850-mm/
https://www.processoverskott.no/kraft_kw/037/
https://www.processoverskott.no/varvtal/720/
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Mer
Isolert: Ja

https://www.processoverskott.no/isolering/ja/
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