Processoverskott AE

15000 liters tank i rustfritt stal 304

138 000 SEK /st exkl moms

Article type: second-hand storage tank

Additional information: Steel heating pipes 2" in the skirt below the bottom of the tank;
Volumetric volume (L): 15.000 L

Pressure in tank: pressure

Max. pressure (Bar): 0,20 Bar

Material wet parts: SS AISI 304 (V2A)
Model: vertical

Configuration: insulated

Heat exchanger: no

Insulation: yes
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Mobile tank: no

Top type: conical

Shape of tank: cylindrical
Bottom type: flat

Total discharge: no

Fixation points: on skirt

Insulation material: rockwool

Outer jacket (ornamental wall): RVS 304
Manway(s): RVS 304

Gasket manway(s): unknown

Suitable for food industry: yes
Documents included: no
Technical drawing included: no
Registration plate on the tank: no
Flange for agitator: no

Number of manways: 1

Position of manway: headside
Height manhole 1 (mm): 400 mm
Tank outlet: inside @ 40 mm
Outlet type: DIN11851 female

Insulation top: yes

Insulation body: yes

Insulation thickness: 50

Internal diameter tank: 2.400 mm
Distance from outlet to ground: 300 mm

Outer diameter tank: 2.500 mm
Cylinder height: 3.325 mm
Total height of tank: 4.200 mm
Empty weight tank: 2.500

SKU: 384722
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Mer information

Beskrivelse av produkt
Neeringsmiddelgodkjent: Ja

Materiale: Rustfritt stal 304

Modell: Vertikal

Nyprodusert/Brukt: Brukt

Arbeidstrykk i tank: trykk

Konfiguration: isolert

Mobil tank: Nei, det er det ikke.

@vrig informasjon: Stalvarmergr 2" i skjgrtet under bunnen av tanken;
Omrgrer: Nei

Overtrykk: 0,20 bar

Tankens form: sylindrisk

Total uttapping: Nei, det er det ikke.

Type bunn: flat

Trykktank: Ja

Oppvarming/kjaling: Nei

Vaeskebelastet overflate: SS AISI 304 (V2A)
Volum i liter: 15000

Utstyr

Dokument finnes: Nei, det er det ikke.
Flens for omrgrer: Nei

Merkeskilt: Nei, det er det ikke.
Naeringsmiddelgodkjent: Ja

Tankutlgp: innvendig @ 40 mm

Teknisk tegning finnes: Nei, det er det ikke.
Utlgpstype: DIN11851 hunn

PROCESSOVERSKOTT AB Las vara kopvillkor

Rodervagen 57
891 78 Bonassund
info@processoverskott.se



https://www.processoverskott.no/livsmedelsklassad/ja/
https://www.processoverskott.no/material/rustfritt-stal-304/
https://www.processoverskott.no/modell/vertikal/
https://www.processoverskott.no/nytillverkad-begagnad/brukt/
https://www.processoverskott.no/arbetstryck-i-tank/trykk/
https://www.processoverskott.no/konfiguration/isolert/
https://www.processoverskott.no/mobil_tank/nei-det-er-det-ikke/
https://www.processoverskott.no/ovrig_info/stalvarmeror-2-i-skjortet-under-bunnen-av-tanken/
https://www.processoverskott.no/omrorer/nei/
https://www.processoverskott.no/overtryck/020-bar/
https://www.processoverskott.no/tankens_form/sylindrisk/
https://www.processoverskott.no/total_urtappning/nei-det-er-det-ikke/
https://www.processoverskott.no/typ_av_botten/flat/
https://www.processoverskott.no/trycktank/ja/
https://www.processoverskott.no/uppvarmning_kylning/nei/
https://www.processoverskott.no/vat_yta/ss-aisi-304-v2a/
https://www.processoverskott.no/volym-i-liter/15000/
https://www.processoverskott.no/dokument-finns/nei-det-er-det-ikke/
https://www.processoverskott.no/flens-for-omrorer/nei/
https://www.processoverskott.no/markskylt/nei-det-er-det-ikke/
https://www.processoverskott.no/livsmedelsklassad/ja/
https://www.processoverskott.no/tankutlopp/innvendig-o-40-mm/
https://www.processoverskott.no/tekniskt_ritning_finns/nei-det-er-det-ikke/
https://www.processoverskott.no/utloppstyp/din11851-hunn/
mailto:info@processoverskott.se
https://www.processoverskott.se/om-oss/kopvillkor/

Processoverskott AE )

Materialoversikt

Materiale: Rustfritt stal 304
Isolasjonsmateriale: Rockwool
Utvendig kledning: RVS 304

Tankdimensjoner
Sylinderhgyde: 3,325 mm
Innvendig diameter: 2 400 mm
Mal utlep til bakken: 300 mm
Total hgyde: 4 200 mm

Ytre diameter: 2 500 mm

Tykkelse pa ytterbekledning og isolasjon

Isolasjon kappe: Ja
Isolasjonsmateriale: Rockwool

Mer

Isolasjonsmateriale: Ja
Isolasjonstykkelse OW: 50
Isolert: Ja

Vekt: 2.500
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