Processoverskott AE

16000 liters tank i rustfritt stal 304

133 000 SEK /st exkl moms

Additional information: Dairy; 1 manhole diameter 500 mm in the front floor (the locking toggle screw is
missing on 1 tank); 6 loose concrete bases are included in the scope of delivery on request (if these bases
were used, the total height would increase accordingly); smaller dents in the insulation jacket; a rectangular
stainless steel sheet was welded into the insulation jacket on top of the tanks; 1 small meat sheet cutout in
the outlet area of the front bottom (see Photos); pipe end cut flush
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Processoverskott AE )

Volumetric volume (L): 16.000 L
Pressure in tank: ATM - atmosferic
Material wet parts: SS AISI 304 (V2A)
Model: horizontal

Configuration: insulated
Heat exchanger: no
Insulation: yes

Mobile tank: no

Total discharge: yes

Documents included: no
Technical drawing included: no
Registration plate on the tank: no
Flange for agitator: yes

Outlet of tank: 80

Internal diameter tank: 2.390 mm
Outer diameter tank: 2.500 mm
Total height of tank: 3.000 mm
Total outer length: 4.750 mm

SKU: 405662

Mer information
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Beskrivelse av produkt

Materiale: Rustfritt stal 304

Modell: Horisontal
Nyprodusert/Brukt: Brukt
Arbeidstrykk i tank: ATM - atmosfaerisk
Konfiguration: isolert

Mobil tank: Nei, det er det ikke.

@vrig informasjon: Meieri; 1 mannhull med diameter 500 mm i frontgulvet (ldseskruen mangler
pa 1 tank); 6 lase betongfundamenter er inkludert i leveringsomfanget pa forespersel (hvis disse

fundamentene var

Omrarer: Nei

Total uttapping: Ja

Oppvarming/kjgling: Nei

Vaeskebelastet overflate: SS AISI 304 (V2A)
Volum i liter: 16000

Utstyr

Dokument finnes: Neij, det er det ikke.
Flens for omrorer: Ja

Merkeskilt: Nei, det er det ikke.

Teknisk tegning finnes: Nei, det er det ikke.

Materialoversikt
Materiale: Rustfritt stal 304

Tankdimensjoner

Innvendig diameter: 2390 mm
Total hgyde: 3000 mm
Ytre diameter: 2 500 mm

Mer
Isolert: Ja
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