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Processoverskott AE

20000 liters tank i rustfritt stal 304

169 000 SEK /st exkl moms

Additional information: water-soluble paints; wall thickness cylinder: lower cylinder section: 4 mm, upper
cylinder section: 3 mm; partly smaller dents possible; the type plate is missing for 1 tank; cylinder man hole
appr. 340 x 445 mm; 1 tank with heating coil and insulation with galvanized Fe jacket around the lower
bottom (see photos); some residues of previous content

Volumetric volume (L): 20.000 L

PROCESSOVERSKOTT AB Las vara kopvillkor

Rodervégen 57
891 78 Bonassund
info@processoverskott.se



mailto:info@processoverskott.se
https://www.processoverskott.se/om-oss/kopvillkor/

Processoverskott AE @)

Pressure in tank: ATM - atmosferic
Material wet parts: SS AISI 304 (V2A)
Model: vertical

Configuration: single-skin
Heat exchanger: no
Insulation: no

Mobile tank: no

Total discharge: yes

Documents included: no
Technical drawing included: no
Registration plate on the tank: yes
Flange for agitator: no

Outlet of tank: flange DN125

Agitator: yes

Number of revolutions: 21
Power: 5,50

Top: 3 mm

Bottom: 5 mm

Internal diameter tank: 2.850 mm
Cylinder height: 3.000 mm

Total height of tank: 4.850 mm
Empty weight tank: 1.500

SKU: 389966

Mer information
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Beskrivelse av produkt

Materiale: Rustfritt stal 304

Modell: Vertikal

Nyprodusert/Brukt: Brukt
Arbeidstrykk i tank: ATM - atmosfaerisk
Konfiguration: enkelthudet

Mobil tank: Nei, det er det ikke.

@vrig informasjon: vannlgselig maling; veggtykkelse sylinder: nedre sylinderseksjon: 4 mm, gvre

sylinderseksjon: 3 mm; delvis mindre bulker mulig; typeskiltet mangler for 1 tank;
sylindermannhull

Omragrer: Ja

Total uttapping: Ja

Oppvarming/kjgling: Nei

Vaeskebelastet overflate: SS AISI 304 (V2A)

Volum i liter: 20000

Utstyr

Dokument finnes: Neij, det er det ikke.
Flens for omrgrer: Nei

Merkeskilt: Ja

Teknisk tegning finnes: Nei, det er det ikke.

Materialoversikt
Materiale: Rustfritt stal 304

Tankdimensjoner

Sylinderhgyde: 3 000 mm
Innvendig diameter: 2 850 mm
Total hgyde: 4 850 mm

Omrorer
Effekt (kW): 5,50
Turtall: 21
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Tanktykkelse

Bunn: 5 mm
Topp: 3mm

Mer

[solert: Nei
Vekt: 1.500
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