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item available on order

Article type: brand new mixing tank - type VC-SCA
Additional information: delivered with food certificate; article price without agitator; choice of 2 different

types of agitators; see options; (The article can also be purchased without options); Ra=<0.8um
Volumetric volume (L): 300 L

Max. density P (kg/m3): 1.200

Ra inner weld: 0,80

Finish stainless steel: 2b
Pressure in tank: ATM - atmosferic
Max. temperature (°C): 80 °C
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Min. temperature (°C): -10 °C
Material wet parts: SS AISI 316L (V4A)

Model: vertical
Configuration: single-skin
Heat exchanger: no
Insulation: no

Mobile tank: yes

Top type: half hinging lid °
Shape of tank: cylindrical
Bottom type: conical 10 °
Total discharge: yes

Fixation points: 4 casters

Valve: RVS 316L

Fixation point(s): RVS 304
Suitable for food industry: yes
Documents included: yes, optional
Technical drawing included: yes

Registration plate on the tank: yes
Flange for agitator: yes

CIP spray ball: no, optional

Tank outlet: inside @ 40 mm
Outlet type: DIN11851

Total outlet valve: no, optional
Agitator: no, optional

Outer diameter tank: 703 mm
Total height of tank: 1.760 mm
Empty weight tank: 82

SKU: 377084
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Mer information

Beskrivelse av produkt
Naeringsmiddelgodkjent: Ja

Materiale: Syrefast 316

Modell: Vertikal

Nyprodusert/Brukt: Nyprodusert
Arbeidstrykk i tank: ATM - atmosfaerisk
Finish rustfritt stal: 2b

Konfiguration: enkelthudet

Maks. arbeidstemperatur: 80 °C
Maksimal tetthet for produktet: 1200

Min. arbeidstemperatur: -10 °C

Mobil tank: Ja

@vrig informasjon: leveres med naeringsmiddelsertifikat; artikkelpris uten rereverk; valg mellom
2 ulike typer rereverk; se tilvalg; (Artikkelen kan ogsa kjepes uten tilvalg);
@vrig informasjon2: Ra=<0,8um

Omrarer: Nei

Ra innvendig sveis: 0,80

Tankens form: sylindrisk

Total uttapping: Ja

Type bunn: konisk 10
Oppvarming/kjeling: Nei

Vaeskebelastet overflate: SS AISI 316L (V4A)
Volum i liter: 300

Utstyr

Flens for omrarer: Ja
Merkeskilt: Ja
Naeringsmiddelgodkjent: Ja
Tankutlgp: innvendig @ 40 mm
Teknisk tegning finnes: Ja
Utlgpstype: DIN11851

PROCESSOVERSKOTT AB Las vara kopvillkor

Rodervagen 57
891 78 Bonassund
info@processoverskott.se



https://www.processoverskott.no/livsmedelsklassad/ja/
https://www.processoverskott.no/material/syrefast-316/
https://www.processoverskott.no/modell/vertikal/
https://www.processoverskott.no/nytillverkad-begagnad/nyprodusert/
https://www.processoverskott.no/arbetstryck-i-tank/atm-atmosfaerisk/
https://www.processoverskott.no/finish_rostfritt/2b/
https://www.processoverskott.no/konfiguration/enkelthudet/
https://www.processoverskott.no/max_arbetstemperatur/80-c/
https://www.processoverskott.no/maximal_densitet_for_produkt/1200/
https://www.processoverskott.no/min_arbetstemperatur/10-c/
https://www.processoverskott.no/mobil_tank/ja/
https://www.processoverskott.no/ovrig_info/leveres-med-naeringsmiddelsertifikat-artikkelpris-uten-roreverk-valg-mellom-2-ulike-typer-roreverk-se-tilvalg-artikkelen-kan-ogsa-kjopes-uten-tilvalg/
https://www.processoverskott.no/ovrig_info/leveres-med-naeringsmiddelsertifikat-artikkelpris-uten-roreverk-valg-mellom-2-ulike-typer-roreverk-se-tilvalg-artikkelen-kan-ogsa-kjopes-uten-tilvalg/
https://www.processoverskott.no/ovrig_info2/ra08%c2%b5m/
https://www.processoverskott.no/omrorer/nei/
https://www.processoverskott.no/ra_innersvets/080/
https://www.processoverskott.no/tankens_form/sylindrisk/
https://www.processoverskott.no/total_urtappning/ja/
https://www.processoverskott.no/typ_av_botten/konisk-10/
https://www.processoverskott.no/uppvarmning_kylning/nei/
https://www.processoverskott.no/vat_yta/ss-aisi-316l-v4a/
https://www.processoverskott.no/volym-i-liter/300/
https://www.processoverskott.no/flens-for-omrorer/ja/
https://www.processoverskott.no/markskylt/ja/
https://www.processoverskott.no/livsmedelsklassad/ja/
https://www.processoverskott.no/tankutlopp/innvendig-o-40-mm/
https://www.processoverskott.no/tekniskt_ritning_finns/ja/
https://www.processoverskott.no/utloppstyp/din11851/
mailto:info@processoverskott.se
https://www.processoverskott.se/om-oss/kopvillkor/

Processoverskott AE )

Materialoversikt

Materiale: Syrefast 316
Festepunkt(er): RVS 304

Tankdimensjoner

Total hgyde: 1760 mm
Ytre diameter: 703 mm

Mer

Isolert: Nei
Vekt: 82
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