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Processoverskott AE

4000 liters tank i rustfritt stal 304

94 000 SEK /st exkl moms

Additional information: Manhole diameter approx. 510 mm; 4 round openings and 1 additional small
opening in the underbody; the seam of the insulation jacket has come slightly loose in one place (see
photos)

Volumetric volume (L): 4.000 L

Pressure in tank: ATM - atmosferic
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Max. temperature (°C): 120 °C
Material wet parts: SS AISI 304 (V2A)

Model: vertical
Configuration: insulated
Heat exchanger: no
Insulation: yes

Mobile tank: no

Total discharge: yes

Documents included: no
Technical drawing included: no
Registration plate on the tank: yes
Flange for agitator: no

Position of manway: headside
Outlet of tank: 50

Agitator: yes

Number of revolutions: 35,30
Power: 5,50

Internal diameter tank: 1.590 mm
Outer diameter tank: 1.800 mm
Cylinder height: 1.900 mm

Total height of tank: 3.200 mm

SKU: 462489

Mer information
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Beskrivelse av produkt

Materiale: Rustfritt stal 304

Modell: Vertikal

Nyprodusert/Brukt: Brukt
Arbeidstrykk i tank: ATM - atmosfaerisk
Konfiguration: isolert

Maks. arbeidstemperatur: 120 °C
Mobil tank: Nei, det er det ikke.

@vrig informasjon: Diameter pa mannhull ca. 510 mm; 4 runde apninger og ytterligere 1 liten
apning i nedre bunn; semmen pa isolasjonsjakken var litt Ias pa ett sted (se bilder); vi kan ikke gi

noen
@vrig informasjon2: garantier om omrgreren
Omragrer: Ja

Total uttapping: Ja

Oppvarming/kjgling: Nei

Vaeskebelastet overflate: SS AISI 304 (V2A)
Volum i liter: 4000

Utstyr

Dokument finnes: Nei, det er det ikke.
Flens for omrarer: Nei

Merkeskilt: Ja

Teknisk tegning finnes: Nei, det er det ikke.

Materialoversikt
Materiale: Rustfritt stal 304

Tankdimensjoner
Sylinderhgyde: 1 900 mm
Innvendig diameter: 1590 mm
Total hgyde: 3200 mm

Ytre diameter: 1 800 mm
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Omrorer
Effekt (kW): 5,50
Turtall: 35,30

Mer
Isolert: Ja

PROCESSOVERSKOTT AB Las vara kopvillkor

Rodervagen 57
891 78 Bonassund
info@processoverskott.se



https://www.processoverskott.no/kraft_kw/550/
https://www.processoverskott.no/varvtal/3530/
https://www.processoverskott.no/isolering/ja/
mailto:info@processoverskott.se
https://www.processoverskott.se/om-oss/kopvillkor/

