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Additional information: Dairy; Small dents in the insulating jacket; 1 small crack and 1 rust pore inside the
tank (note from the previous operator); small welded patches (?) inside the tank (see photos); Functionality
of the double jacket not checked

Volumetric volume (L): 6.000 L

Pressure in tank: ATM - atmosferic
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Material wet parts: SS AISI 304 (V2A)
Model: vertical

Configuration: insulated with heat-exchanger
Heat exchanger: yes

Insulation: yes

Mobile tank: no

Total discharge: yes

Type HE on the bottom: heating/cooling jacket
Type HE on the cylinder: heating/cooling jacket
Documents included: no

Technical drawing included: no

Registration plate on the tank: yes

Flange for agitator: no

Position of manway: in the bottom
Outlet of tank: DN50 DIN 11851
Agitator: yes

Power: 1,50

Internal diameter tank: 2.120 mm
Outer diameter tank: 2.270 mm
Cylinder height: 1.550 mm

Total height of tank: 3.450 mm

SKU: 419069

Mer information
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Beskrivelse av produkt

Materiale: Rustfritt stal 304

Modell: Vertikal

Nyprodusert/Brukt: Brukt

Arbeidstrykk i tank: ATM - atmosfaerisk

Konfiguration: isolert med varmeveksler

Mobil tank: Nei, det er det ikke.

@vrig informasjon: Meieri; Sma bulker i isolasjonsjakken; 1 liten sprekk og 1 rustpore inne i
tanken (notat fra tidligere operatgr); sma sveisede lapper (?) inne i tanken (se bilder) ;
Funksjonalitet

@vrig informasjon2: av den doble kappen ikke kontrollert; vi kan ikke gi noen garantier for
varme-/kjglekappen; vi kan ikke gi noen garantier for omrgreren

Omrgrer: Ja

Total uttapping: Ja

Oppvarming/kjgling: Ja

Vaeskebelastet overflate: SS AISI 304 (V2A)

Volum i liter: 6000

Utstyr

Dokument finnes: Nei, det er det ikke.
Flens for omrarer: Nei

Merkeskilt: Ja

Teknisk tegning finnes: Nei, det er det ikke.

Materialoversikt
Materiale: Rustfritt stal 304

Tankdimensjoner
Sylinderhgyde: 1 550 mm
Innvendig diameter: 2,120 mm
Total hgyde: 3450 mm

Ytre diameter: 2270 mm
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Omrorer
Effekt (kW): 1,50

Mer
Isolert: Ja
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