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885 liters tank i syrefast 316

164 000 SEK /st exkl moms

Additional information: At the previous operator, the vessels were suspended in a ring with load cells,
which was embedded in the floor (1 ring each is included in the scope of delivery; see photos); outer
diameter in the ring approx. 1,540 mm; insulating jacket made of material 1.0425
Volumetric volume (L): 885 L
Pressure in tank: pressure and vacuum
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Max. pressure (Bar): 3 Bar
Min. pressure (Bar): 1 Bar

Max. temperature (°C): 130 °C
Material wet parts: SS AISI 316 (V4A)
Model: vertical
Configuration: insulated
Heat exchanger: no

Insulation: yes
Mobile tank: no
Total discharge: yes
Volume: 35 L
Max Overpressure: 6 Bar

Max onderdruk: 1 Bar
Max. working temperature: 140 °C
Type HE on the bottom: half pipe welded onto the outside of the innertank
Type HE on the cylinder: half pipe welded onto the outside of the innertank
Documents included: no

Technical drawing included: no
Registration plate on the tank: yes
Flange for agitator: no
Position of manway: headside
Outlet of tank: 55

Agitator: yes
Number of revolutions: 416
Power: 0,55
Cylinder: 6 mm
Bottom: 4,50 mm

Internal diameter tank: 1.000 mm
Cylinder height: 864 mm

SKU: 443390-1
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Mer information

Beskrivelse av produkt
Materiale: Syrefast 316
Modell: Vertikal
Nyprodusert/Brukt: Brukt
Arbeidstrykk i tank: trykk og vakuum
Konfiguration: isolert med varmeveksler
Maks. arbeidstemperatur: 130 °C
Mobil tank: Nei, det er det ikke.
Øvrig informasjon: Apotek; Den tidligere operatøren hadde karene hengende i en ring med
lastceller som var nedgravd i bakken (1 ring av hver er inkludert i leveransen; se bilder); Ytre
diameter i ringen
Øvrig informasjon2: ca. 1540 mm; isolerende kappe laget av materiale 1.0425; vi kan ikke gi
noen garantier for varme-/kjølekappen; vi kan ikke gi noen garantier for omrøreren
Omrører: Ja
Overtrykk: 3 barer
Total uttapping: Ja
Undertrykk (vakuum): 1 bar
Trykktank: Ja
Oppvarming/kjøling: Ja
Væskebelastet overflate: SS AISI 316 (V4A)
Volum i liter: 885

Utstyr
Dokument finnes: Nei, det er det ikke.
Flens for omrører: Nei
Merkeskilt: Ja
Teknisk tegning finnes: Nei, det er det ikke.

https://www.processoverskott.no/material/syrefast-316/
https://www.processoverskott.no/modell/vertikal/
https://www.processoverskott.no/nytillverkad-begagnad/brukt/
https://www.processoverskott.no/arbetstryck-i-tank/trykk-og-vakuum/
https://www.processoverskott.no/konfiguration/isolert-med-varmeveksler/
https://www.processoverskott.no/max_arbetstemperatur/130-c/
https://www.processoverskott.no/mobil_tank/nei-det-er-det-ikke/
https://www.processoverskott.no/ovrig_info/apotek-den-tidligere-operatoren-hadde-karene-hengende-i-en-ring-med-lastceller-som-var-nedgravd-i-bakken-1-ring-av-hver-er-inkludert-i-leveransen-se-bilder-ytre-diameter-i-ringen/
https://www.processoverskott.no/ovrig_info/apotek-den-tidligere-operatoren-hadde-karene-hengende-i-en-ring-med-lastceller-som-var-nedgravd-i-bakken-1-ring-av-hver-er-inkludert-i-leveransen-se-bilder-ytre-diameter-i-ringen/
https://www.processoverskott.no/ovrig_info/apotek-den-tidligere-operatoren-hadde-karene-hengende-i-en-ring-med-lastceller-som-var-nedgravd-i-bakken-1-ring-av-hver-er-inkludert-i-leveransen-se-bilder-ytre-diameter-i-ringen/
https://www.processoverskott.no/ovrig_info2/ca-1540-mm-isolerende-kappe-laget-av-materiale-1-0425-vi-kan-ikke-gi-noen-garantier-for-varme-kjolekappen-vi-kan-ikke-gi-noen-garantier-for-omroreren/
https://www.processoverskott.no/ovrig_info2/ca-1540-mm-isolerende-kappe-laget-av-materiale-1-0425-vi-kan-ikke-gi-noen-garantier-for-varme-kjolekappen-vi-kan-ikke-gi-noen-garantier-for-omroreren/
https://www.processoverskott.no/omrorer/ja/
https://www.processoverskott.no/overtryck/3-barer/
https://www.processoverskott.no/total_urtappning/ja/
https://www.processoverskott.no/undertryck/1-bar/
https://www.processoverskott.no/trycktank/ja/
https://www.processoverskott.no/uppvarmning_kylning/ja/
https://www.processoverskott.no/vat_yta/ss-aisi-316-v4a/
https://www.processoverskott.no/volym-i-liter/885/
https://www.processoverskott.no/dokument-finns/nei-det-er-det-ikke/
https://www.processoverskott.no/flens-for-omrorer/nei/
https://www.processoverskott.no/markskylt/ja/
https://www.processoverskott.no/tekniskt_ritning_finns/nei-det-er-det-ikke/
mailto:info@processoverskott.se
https://www.processoverskott.se/om-oss/kopvillkor/
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Materialoversikt
Materiale: Syrefast 316

Tankdimensjoner
Sylinderhøyde: 864 mm
Innvendig diameter: 1 000 mm

Omrører
Effekt (kW): 0,55
Turtall: 416

Tanktykkelse
Bunn: 4,50 mm
Sylinder: 6 millimeter

Mer
Isolert: Ja

https://www.processoverskott.no/material/syrefast-316/
https://www.processoverskott.no/cylinderhojd/864-mm/
https://www.processoverskott.no/invandig_diameter/1-000-mm/
https://www.processoverskott.no/kraft_kw/055/
https://www.processoverskott.no/varvtal/416/
https://www.processoverskott.no/botten/450-mm/
https://www.processoverskott.no/cylinder/6-millimeter/
https://www.processoverskott.no/isolering/ja/
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